The recent database difficulties have been resolved. Please let us know if you encounter any data corruptions. 
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Citations 



Searching for parity and (scanning or scan or check or checking or validating or validation or validate) and (refresh or 
refreshing). 

Restrict to: Header Title Order by: Expected citations Hubs Usage Date Try: Google (CiteSeer) Google (Web) Yahoo! 
MSN CSB DBLP 

6 documents found. Order: number of citations. 

The Meerkat Multicomputer: Tradeoffs in Multicomputer Architecture - Bedichek (1994) (Co r r e ct) (6 citations) 
:36 3.4.3 Parity Checking and Generation : 
: 37 3.4.4 DRAM Refresh : 

into DRAM, ffl Implement part of the memory refresh logic. The wide boxes labeled "S-Bus slot 0" and 

rtp.cs.washington.edu/tr/1994/06/UW-CSE-94-06-06.PS.Z 

Answer to "new observations on Rijndael" - Daemen, Rijmen (2000) ( Corre ct) (1 citation) 
the authors is the existence of 2 16 so-called parity check equations over the linear mapping. It 
authors is the existence of 2 16 so-called parity check equations over the linear mapping. It should not 
The application of mathematical techniques is refreshing. The purpose of this reply is to clarify that 

www.esat.kuleuven.ac.be/-rijmen/rijndael/answer.pdf 

Unknown - (2000) (Correct) 

channel variation GOB packet and CRC with RS parity GOB packet and CRC with RS parity GOB packet and 
code. CRC (cyclic redundancy code check) for its payload is calculated and appended in 
(Annexes D, F, I, J, and T with random intra refresh of F #5)is used in the so-called 'Anchor' 

netmedia.kjist.ac.kr/jongwon/../jongwon/papers/2000wcnc-wireless.pdf 

Reliable Video Transmission over Fading Wireless Channel with.. - Kumwilaisak, al. (2001) ( Correct ) 
channel variation GOB packet and CRC with RS parity GOB packet and CRC with RS parity GOB packet and 
The cyclic redundancy code (CRC) is calculated to check its payload and appended for error detection, 
options (Annexes D, F, I, J, T plus random intra refresh with #5) is adopted [7]Avariable-size 

netmedia.kjist.ac.kr/jongwon/papers/2001 vcip-wireless.pdf 

Computing with Solitons: A Review and Prospectus - Jakubowskt, Stei g litz. Squier (Correct) 
discovered that a new class of CA, the parity rule filter automata (PRFA) 3]support 
uses new values as soon as they become available, scanning to update from left to right. They are thus 
uses new values as soon as they become available, scanning to update from left to right. They are thus 

research.microsoft.com/-mariuszj/MVL01.ps.gz 

Statistical Properties of Coded Interlaced and Progressive .. - Vandendorpe, Cuvelier ( Corr e ct ) 
increased temporal distance between fields of same parity degrades the efficiency of the motion 
[21]Concerning the picture quality, progressive scanning offers the benefits of an improved vertical 
[21]Concerning the picture quality, progressive scanning offers the benefits of an improved vertical 

www.tele.ucl.ac.be/PEOPLE/LC/ip. ps.Z 



Try your query at: Google (CiteSeer) Google (Web) Yahoo! MSN CSB DBLP 
CiteSeer.lST - Copyright Penn State and NEC 



Search Strategy 



No. 


Database 


Search term 


Info added 
since 


Results 


1 


INZZ 


- - mm mmm MX mmm. g m*m* ■ I 

parity NEAR (scan OR check 
OR validation) 


unrestricted 


2364 


2 


INZZ 


refresh 


unrestricted 


1820 


3 


INZZ 


1 AND 2 


unrestricted 


2 


4 


INZZ 


parity NEAR (scan$4 OR 
check$3 OR valid$4) 


unrestricted 


2803 


5 


INZZ 


refresh$3 


unrestricted 


2821 


6 


INZZ 


4 AND 5 


unrestricted 


4 



3 



